Date  :1Apr2023 1-Phase Dual Feed Metered PDU specification drawing P .
Version : V2 InfraPower
230V 16A/20A/ 32APDU : C13x36 + C19x12
1500 unit : mm
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. . . Input Rating : 32Amp, 230V
32A model : Circult Protection Cordset 3 meter 4.0mm sq. HO5V V-F cordset
Protection 16A resettable fuse or 16A hydraulic MCB x 4
DV36C13/12C19-32A-MD/F_EN/3B-1 Resettable Fuse x 4 PDU I < Circuit A > Output 16Amax., C13 #1-8 + C19 #C1-C3
IEC60309 et | DV36C13/12C19-32A-MD/CR_EN/ST-1 1-pole MCB x 4 PDUI  : <Circuit Ao Output 1A man, 13 #1-8 + C19 #01-03
< Circuit B > Output 16Amax., C13 #9-16 + C19 #C4-C6
Weight : Net 12.5 kg / Gross 14.5 kg
. . . Input Rating : 20Amp, 230V
Circult 20A model : Circult Protection Cordset 3 meter 2.5mm sq. HO5V V-F cordset
Protection Code Protection 20A resettable fuse or 20A hydraulic MCB x 2
DV36C13/12C19-20A-MD/F_OE/3B-1 Resettable Fuse x 2 PDU I : Output 20A max., C13 #1-18 + C19 #C1-C6
Fuse F Openend | DV36C13/12C19-20A-MD/CR_OE/3T-1 1-pole MCB x 2 Womht | Nt Sig Hie T eTanen-co
MCB CR
. . Input Rating : 16Amp, 230V
PDU Feed Code 16A model : Circult Protection Cgrdset 9 -3 metgr 1.5mm sq. HO5V V-F cordset
Bottomn B Protection 16A resettable fuse or 16A hydraulic MCB x 2
DV36C13/12C19-16A-MD/F_EN/3B-1 Resettable Fuse x 2 PDU I : Output 16Amax., C13 #1-18 + C19 #C1-C6
Tol T PDU I : Output 16Amax.,C13 #1-18 + C19 #C1-C6
P IEC 60309 Inlet DV36C13/12C19-16A-MD/CR_EN/3T-1 1-pole MCB x 2 Weight © Net12.5 kg / Gross 14.5 kg
. . . Input Rating : 16Amp, 230V
16A model : Circult Protection Cordset 3 meter 1.5mm sq. HO5V V-F cordset
@ Protection 16A resettable fuse or 16A hydraulic MCB x 2
DV36C13/12C19-16A-MD/F_C20/3B-1 Resettable Fuse x 2 PDU I : Output 16Amax.,C13 #1-18 + C19 #C1-C6
IEC320 C20 PDU I : Output 16Amax.,C13 #1-18 + C19 #C1-C6
DV36C13/12C19-16A-MD/CR_C20/3T-1 1-pole MCB x 2 Weight . Net12.5 kg / Gross 14.5 kg
Operating Temperature -5t0 60 °C Meter Features ( MD metered PDU ) EMC Compliance : CE/EMC
Storag§ Temperature -25t065°C Local Display : 3-digit LED ammeter measuring input load current Safety Compliance : CE/LVD & UKCA
Sorsge Aliude 010 15000m Measurement : Curent (A) Tested o EN 60730-12018/A1.2018 stancrd
Humidity 8to 95;% RH, non-condensing Accuracy * # (3% of the reading + 5 digits ) RMS Environment Compliance : RoHS3 & REACH
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and assumes no responsibility for any error which may appear in this publication. irinCt Iglmenswn : ?120(\?\;\)0)( 736(525()15?09(;!:()]:)]m
acking dimension X x 17 mm
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