Product spec. drawing

Full Height Air Blanking Panel, Front left & right side, set of 4 Release date -7 Jan 21

Part no. : ABP-V45U-SR Versionno.  :v4
190 [7.5"]1 18 [0.7"1
1 i
E Full Height Air Blanking Panel, front left & right side Eront view : Side view : —
« Used to fill in open spaces on racks to maintain a proper airflow
» Reduce the hot air recycling from active equipment into cold aisle
» Made of steel for strength and durability
« Black or White color
Part no. : Upper panel x 2
ABP-V45U-SR
866 [34.1] 866 [34.1"] ) .
unit: mm /in.
Lower panel x 2
878 [34.6”] 878 [34.6”]
The company reserves the right to modify product specifications without prior notice Description - Used to fill in open spaces on racks to maintain a proper airflow
and assumes no responsibility for any error which may appear in this publication. . . . i X .
- Reduce the hot air recycling from active equipment into cold aisle
Copyright 2020 Austin Hughes Electronics Ltd. All rights reserved. Screw M6 screw with nut x 16
Material Steel
Coating Powder
Dimension (Upper) 190 (W) x 866 (H) x 18 (D) mm /7.5 (W) x 34.1 (H) x 0.7 (D) in.
® (Lower) 190 (W) x 878 (H) x 18 (D) mm /7.5 (W) x 34.6 (H) x 0.7 (D) in.
AU STl N Color Black ( RAL-9005 ) or White ( RAL-9016 )

HUGHES

Design. Manufacturing. Global Services.

Gross weight
Environmental

~kg/-1b
RoHS3 & REACH compliant by SGS REACH




